Simbol:

Grupa produse:

Tip aparat mas.:

Categorie aparat de
masura:

Caracteristici aparate
de masura:

Subtip afisaj utilizat:
Parametri afisati:

Interval mas. curent
AC:
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Fisa produs AX-2040

AX-2040

Contoare si sonde cu clema

Parametri produs

multifunctional
cu penseta AC, digital

alegere automata a marimii masurate, detector de
tensiune fara atingere, functie HOLD (pastrare informatii
afisate), indicator depasire interval masurare, indicator
nivel scazut baterii, modificare automata intervale

LCD

(4000)

40...400A

https://axiomet.eu/de/ro/product/axiomet/contoare-si-sonde-cu-clem/ax-
2040/112618
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Acuratete mas.
curent AC:

Interval masurare
tens. DC:

Acuratete mas. tens.

DC:

Interval masurare
tens. AC:

Acuratete mas. tens.

AC:

Interval masurare
rezistenta:

Grad murdarire:

Sursa de alimentare:

Masurare:

Conform cu norma:
Dotari standard:
Baterie/acumulator:

Memoria de
masurare:

lluminare:

Acuratete mas.
rezistenta:

Greutate bruta:
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Fisa produs AX-2040

+(1,8% + 5 digit)

4...400V

+(0,7% + 4 digit)

4...600V

+(1,2% + 4 digit)

0,4kQ, 4MQ, 40MQ

2

baterie LR6 AA 1,5V x2

curent alternativ, rezistenta, tensiune AC, tensiune DC

CAT Il 600V, EN 61010

cabluri de masurare, husa

fara

10

da

+(0,8%+2 digit)

Informatii suplimentare

0,459 kg
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