Symbol:

Produktova skupina:

Typ skusacky:

Druh pouzitého
displeja:

Parametre
zobrazenia:

Meranie:
Vzorkovanie:

Rozsah merania
napatia AC:

Presnost merania
napatia AC:

Produktova karta AX-T903N

AX-T903N

Meracie pristr. a testery pre el. inst.

Parametre produktu

elektricka

LCD

3,5 cislice (1999)

napatia AC, napatia DC

3x/s

6V, 12V, 24V, 50V, 120V, 230V, 400V, 690V

+(1,5% + 5 digit)
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Sirka pasma pre

meranie napatia AC:

Rozsah merania
napatia DC:

Presnost merania
napatia DC:

Vstupny prud:

Test prechodnosti
obvodu:

Dopinkové funkcie:
Stupen ochrany:
Zhodné s normou:
Zdroj napajania:

Vlastnosti meracich
pristrojov:

Standardna vybava:

VonkajSie rozmery:

Hmotnost bez
batérie:

Batéria / akumulator:

Podsvietenie:

Bargraf:

Hmotnost brutto:

Produktova karta AX-T903N

0...60Hz
6V, 12V, 24V, 50V, 120V, 230V, 400V, 690V

+(1% + 3 digit)
<2,5mA @ 690V DC, <3mA @ 690V AC
akusticky signal, <300kQ

baterka

IP64

CAT IlIl 1000V, EN 61010
batéria LRO3 AAA 1,5V x2

indikator napatia AC/DC, indikator polarity, test nizkej
impedancie, ukazovatel nizkej Urovne nabitia batérii,
zobrazenie sledu faz

meracie kable, puzdro

240x78x40mm
2379

batéria LRO3 AAA 1,5V x2
ano

ano
Dalsie informacie

0,396 kg
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