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Fisa produs AX-C850

B ax-caso

AX-C850

Instrumente de laborator

Parametri produs

calibrator
RTD

LCD
10mQ...400Q, 1,5kQ, 3,2kQ
+100mQ(100mMQ...400Q), £500mQ(400Q...1,5kQ),

+1Q(1500Q...3200Q)

interval: -200...630°C (Pt100 JIS, Pt200, Pt500, Pt1000,
acuratete =0,2°C), interval: -200...800°C (Pt10, Pt50,
Pt100, acuratete £0,33°C), rezolutie: 0,1°C; tensiune
maxima: 30V

205x98x46mm
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Fisa produs AX-C850

Sursa de alimentare: Dbaterie GR03 AAA 1,5V x6

Caracteristici aparate cu 7 tipuri de RTD Pt10 (385), Pt50, Pt100, Pt200, Pt500,
de masura: Pt1000, Pt100 (JIS), indicator nivel scazut baterii, masurare
prin metoda cu 2, 3 sau 4 cabluri, simulare semnal iesire

Dotari standard: cabluri de masurare, clipsuri crocodil izolate, husa
Masurare: rezistenta

Unitate de masura: °C, °F

Rezistenta la: cadere de la 1m inaltime

Baterie/acumulator: baterie GR0O3 AAA 1,5V x6

lluminare: da

Informatii suplimentare

Greutate bruta: 0,915 kg
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