Symbol:

Produktova skupina:

Typ meracieho
pristroja:

Druh kalibratora:

Druh pouzitého
displeja:

Rozsah merania
napatia DC:

Presnost merania
napatia DC:

Rozsah merania
prudu DC:

Produktova karta AX-C615N
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AX-C615N

Laboratérne pristroje

Parametre produktu

kalibrator
slucky

LCD
0...30V
+(0,02% + 2mV)

0...30mA

https://axiomet.eu/index.php/gb/sk/product/axiomet/laboratorne-pristroje/ax-
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Presnost merania
prudu DC:

Pracovna teplota:
Zdroj napajania:

Vlastnosti meracich
pristrojov:

Standardna vybava:

Meranie:

RozliSenie merania
prudu:

RozliSenie merania
napatia:

Hmotnost brutto:
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Produktova karta AX-C615N

+(0,02% + 4pA)

0...50°C
batéria AA 1,5V x3

automatické vypinanie, napajanie slucky 24V, ukazovatel
nizkej Urovne nabitia batérii, vykondvanie testov po
krokoch 25% a 100% hodnoty signalu

kl'dc¢e, meracie kable, poistky

napatia DC, prudovej slucky, pridu DC

1pA

1mV DC

Dalsie informacie

0,653 kg
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